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Ekas energosertifikata veids [3] Ekas energosertifikats

Objekta veids 4] Visa eka
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Ekas dala iy -

Kadastra apziméjums (€] 80090042102001

Ekas raksturojums

Bives gads 9l 0 Parbiives gads [ | 0

Stavu skaits [ 5 virszemes | 1 pazemes Ne mansards | N& jumta stavs
Kopgja platiba 4734.60 m? |References platiba [ 3149.90 m?
References tilpums 2] 8001 m® | Vidgjais iekstelpu augstums 2.54 m
EKAS ENERGOSERTIFIKATA PIELIETOJUMA [13]

VEIDS(-1) Energoefektivitates sertifikacija

_ L 14
ENERGOEFEKTIVITATES NOVERTEJUMA VEIDS - —
Esosas €kas

[15]

EKAS ENERGOSERTIFICESANAS NOLUKS Brivpratigi

EKAS ENERGOEFEKTIVITATES NOVERTEJUMS (KWH/M2 GADA) UN KLASE

Apkurei 97 145

D

Kopa

EKAS PRIMARAS ENERGIJAS NOVERTEJUMS (KWH/M2 GADA) UN KLASE

Prim:c'\ré ) 189 Primara
neatjaunoja kopéja
E 189 energija
EKAS ENERGOEFEKTIVITATES RADITAJI '] VERTEJUMS PAR EKAS ATBILSTIBU NORMATIVO AKTU
KWH/M2 GADA PRASIBAM
APKUREL _ 96.76  |" A EKAS ATBILSTIBA GANDRIZ NULLES ENERGUAS|  Na
KARSTA UDENS SAGATAVOSANAIL  48.48 A EKAS PRASIBAM
MEHANISKAJAI VENTILACIJAI 0.0 EKAS RADITAJU PARBAUDE, PAMATOJOTIES UZ _
APGAISMOJUMAM 0.00 FAKTISKO BUVNIECIBAS REZULTATU ™9 Ne
DZESESANAI 0.00 Oglekla dioksida emisijas novértéjums, t CO2 gada 120.77
KOPA 145.23 Oglekla dioksida emisijas novertéjums, kg CO2/m2 gada 38.34
EKAS NEATKARIGAIS EKSPERTS (21 Arnis Auermanis
ENERGOSERTIFIKATA|EKSPERTA SERTIFIKATA NUMURS |#2 EA2-0084
IZDEVEJS DATUMS (23] 21.08.2023 PARAKSTS




EKAS TEHNISKIE RADITAJI

Ekas argjas virsmas laukums 3379.75 m?
Ekas formas faktors — aréjas virsmas un references platibas attieciba 1.07
Kompaktuma faktors — argjas virsmas un tilpuma attieciba 0.42

Ar&jo norobeZojoso konstrukciju vidgjais svértais siltuma caurlaidibas koeficients Uy

0.76 W/(m?K)

Argjo norobeZojoso konstrukciju vidgjais svértais normativais (maksimalais) siltuma
caurlaidibas koeficients Uy max

0.35 W/(m*K)

Ekas norobeZojoSo konstrukciju Ipatngjais siltuma zudumu koeficients Hr/A,y

[24]

0.82 W/(m?K)

Ekas norobezojo$o konstrukciju pielaujamais Ipatngjais siltuma zudumu koeficients
HT,max/ Aapr

[25]

0.46 W/(m?K)

Aprékina iekStelpu temperattira apkures novértgjumam 19.24 °C
Aprekina iekstelpu temperatiira dzes€$anas noverte§jumam 27 °C
Pieprasitas gaisapmainas raditajs e 0.44 (nh
Ekas ventilacijas Ipatngjais siltuma zudumu koeficients Hye/Agpr 271 0.37 W/(mzK)
Ventilacijas siltuma zudumu atgiiS§ana apkures perioda (28] 0 %

Ekas gaisa caurlaidibas raditajs qsq
Ekas sagatavo$anas metode testa veikSanai

[29]

4.73 m*(m*h)

NOVERTEJUMA IZMANTOTIE PRIMARAS ENERGIJAS FAKTORI UN CO, KOEFICIENTI

CO, emisijas Primaras energijas faktors
2
Energijas patérina pakalpojums |Energonesgjs un efektivitates koeficients *| faktors, kg | neatjaunojamo | - atjaunojamo .
CO./MWh | eneroresursu | energoresursu kopgjais
2 dalai dalai
Apkure Siltumenergija no centralizétas 1 264 1.3 0 1.3
STITHTITOTTCT BT To-CoTTTTaTI TS
Karsta fidens sagatavoSana siltumapgades sistemas, 1 264 1.3 0 1.3
Ventilacija Elektroenergija no tikla 1 109 1.9 0.6 2.5
Dzesesana Elektroenergija no tikla 1 109 1.9 0.6 2.5

Pielikumi un pievienotie dokumenti (dokumenta nosaukums, datums, numurs un lapu skaits): %

Norobezojosas konstrukcijas un termiskie tilti 1.Ipp
Norobezojoso konstrukceiju U vertibu aprekins 1.1pp
Ventilacijas dati 2.1pp

Ipatngja energija apkurei (gada metode)

Vasara: pasiva dzeséSana

Pielikums P1 1.Ipp
Pielikums P2 2.lpp
Pielikums P3 2.Ipp
Pielikums P4 3.lpp
Pielikums P5 1.Ipp

Karsta fidens patérina un ventilacijas aprékinu kopsavilkuma tabulas

Pielikums P6 1.lpp

NEATKARIGA EKSPERTA APLIECINAJUMS

Apliecinu, ka ékas energosertifikats sastadits, nepielaujot ricibu, kas manis pasa, pasutitaja vai citas
personas interesés varétu mazinat iegiito rezultatu pareizibu, novértéjuma objektivitati un ticamibu.

EKAS

[33]

NEATKARIGAIS EKSPERTS Arnis Auermanis
ENERGOSERTIFIKATA|EKSPERTA SERTIFIKATA NUMURS |4 EA2-0084
DATUMS [33] 21.08.2023

IZDEVEJS

PARAKSTS




Parskats par ekonomiski pamatotiem ekas norobezojoSo konstrukciju un inZeniersistemu energoefektivitati uzlabojoSiem pasakumiem, kuru

IstenoSanas izmaksas ir rentablas paredzamaja (planotaja) kalpoSanas laika

Adrese Jelgavas iela 12, Olaine

Kadastra apziméjums 80090042102001

1. PriekSlikumi par pasakumiem €kas energoefektivitates uzlabosanai

Nr.

energijas ietaupljums
Ipatngjas fonren

CO2 emisijas | Indikativas | Atmaksasa

oo samazinajum | Izmaksas | nas laiks
kWh/m2 kWh/m2 kWh/m2 s, kg co2 EUR gados*

gada gada gada

Apraksts

Ekas arsienu siltinagana no arpuses. Fasadém ar logiem 150mm biezu
siltumizolacijas slani iznemot lodziju sienas. Paredzgts €kai izveidot apmesto fasadi.
Pirms jauna siltumizolacijas slana uzlikSanas nepiecieSams noverst bojajumus uz
esos$ajam norobezojosam konstrukcijam, siltumizolacijas slana uzklasana uz bojatam
konstrukcijam nav pielaujama. Aprekina siltumvaditspgjas koeficients 8.36 10.87 10.87 6951.96 40394 >25
siltumizolacijai A;<0.036 Wm/K. Sasniedzama sienas siltuma caurlaidibas koeficienta

U veértiba ne augstaka ka: keramzitpanelu sienai 0,19W/m’K.

Lodzijam izbiivét jaunas margas no gazbetona mara 100mm un margu siltinasana ar
150mm biezu siltumizolaciju (A4<0,036 W/m*K). Margas augstums lidz 1m.

Lodzijam pirma stava gridu siltinat no apaksas ar siltumizolaciju 200mm (A4<0,036
W/m*K). Pargjo dalu aizstiklo ar logiem siltumcaurlaidibas koef., U<0.9W/m’K. 23.80 30.94 30.94 19791.45 212479 >25

Lodzijam 1&zeno jumtu siltinasana. Paredzot siltumizolaciju 220mm biezuma ar
1=0,036 W/m*K un 30mm ar A4=0,038 W/m*K.

Pagraba parseguma siltina$ana no apaksas ar siltumizolaciju 100mm biezuma
(24<0,036 W/m*K). Cokola siltinasana ar siltumizolaciju 100mm (14<0,036 W/m*K)
to iedzilinot zem& 1metra dziluma (arT ap izvirzito dzelzsbetona plaksni). Pirms
cokolu siltinaSanas paredzgt pamatu hidroizolacijas sakartoSanu un péc siltinasanas
izveidot €kai pamatu apmali, lai nepielautu mitruma ieklisanu €kas pamatos un
jaunaja siltumizolacijas slani. Sasniedzama gridas siltuma caurlaidibas koeficienta U

vertiba ne augstaka ka 0,3 SW/m’K.

5.23 6.80 6.80 4349.13 77501 >25




Pedgja stava parseguma siltinajums ar beramo vati 300mm (A4<0,041 W/m*K). Pirms
siltumizolacijas ieklasanas nepiecieSams atjaunot jumta segumu, ja tas nepiecieSams.
Sasniedzama siltuma caurlaidibas koeficienta U vertiba jumtam ne augstaka ka
0,20W/m’K.

8.29

10.78

10.78

6893.75

42941

24

Ekas ieejas mezglu un kapnu telpas sakartosana. Stikla bloku dal&ja aizmiirésana un
mirgjuma siltinasana ar siltumizolaciju 150mm biezuma un A4=0,036 W/m*K. Pargjo
dalu aiztiklo ar logiem U=1 ,L6W/m’K. (sakara ar mazo izméru mazaku U vertibu
nebils iesp&jams sasniegt). Ekas durvju nomaina un béninu durvju nomaina uz
jaunam energoefektivakam durvim U=1,6 W/m’K. Kapnutelpas esoso PVC
logu/durvju remonts, blivésana, reguléSana. Parseguma siltinasana virs &kas ieejas.
Paredzot siltumizolaciju ar 200mm biezumu un A4=0,036 W/m*K. Kapnu telpas
beéninu sienu siltinasana ar 100mm biezu siltumizolaciju A4=0,036 W/m*K un kapnu
telpas griestu siltinasana ar 150mm biezu siltumizolaciju 14=0,036 W/m*K. Metala
konstrukcijas demontaza un aizmiiréSana, miréjuma siltinasana ar 150mm
siltumizolaciju A,=0,036 W/m*K. Izveidot loga aili 1m* U=1,1W/m’K.

0.41

0.53

0.53

340.95

14770

>25

Apkures cauru]lvadu nomaina vai labo$ana un jauna siltumizolacijas slana
uzstadi$ana 50mm biezuma (Ipatnéja Siltumvaditspéja pie 50 °C, A<0,037 W/m*K)
atkariba no iesp&jama iestrades biezuma. Paredzgta apkures sist€émas modernizacija —
radiatoru (nomaina vai skalosana), stavvadu nomaina, termoregulatoru un alakatoru
uzstadisana

3.60

4.68

4.68

2993.66

62998

>25

KOPA uz apkures sistemu attiecinamie raditaji

49.69

64.60

64.60

41320.89

546002

Veicot ventilacijas sist€émas tehnisko, apkopi tiek paredzets, ka no telpam efektivak
tiks izvadits liekais mitrums ka rezultata samazinasies kondensata izkri$anas riski uz
€kas norobezojosajam konstrukcijam. Dzivoklos nepartrauktas dabigas ventilacijas
nodro$inasanai paredzets ieblivet svaiga gaisa varsti.

KOPA

49.69

64.60

64.60

41320.89

546002

fporen — Primaras energijas faktors neatjaunojamo energoresursu dalai

fpiot — KOpEjais primaras energijas faktors;

*Energoefektivitates pasakumu atmaksasanas laiku aprékinam pienemtas siltumenergijas izmaksas 100 EUR/MWh bez PVN.




2. Ekas energoefektivitates raditji un ieteikumu salidzinajums Uzl.a bojumu Varlar.]tl
1. variants | 2. variants
Nr. Raditaji Mérvieniba _IZEIl_e.I‘.ltle Apr_elflr_l.z%tle Sasriledz.amie. raditaji
p. k. raditaji bez raditaji (p&c priekslikumu
Ekas norobeZojo$o konstrukciju
2.1. ipatngjais siltuma zudumu koeficients 0.82 0.43
HT/Aapr W/(m2K)
Ekas ventilacijas siltuma zudumu
22 patn&jais koeficients Hve/Aapr 0.37 0.37
2.3. Gaisa apmainas raditajs n-1 0.44 0.44
2.4. Ventilacijas siltuma atgtiSanas raditajs % 0.00 0.00
2.5. Nepiecie$amas energijas novertgjums:
2.5.1. |apkurei 96.76 47.06
2.5.1.1.|apkures izméritais raditajs, normalizets 87.3 -
2.5.2. [karsta fidens sisteéma - 48.48 48.48
kWh/m2 gad
253. |ventilacijai megaca 0.00 0.00
2.5.4. |apgaismojumam 0.00 0.00
2.5.5. [dzes&Sanai 0.00 2.86
2.5.6. [papildu 0.77 0.77
2.6. Siltuma ieguvumi &ka:
2.6.1. |icksgjie kWh/m2 gada 25.91 21.17
(apkures
2.6.2. |saules periodam) 25.53 18.72
2.6.3. |ieguvumu izmantosanas koeficients apkures 0.81 0.87
periodam
57 No zitja}mqar‘n-l.em energoresursiem eka KWh/m2 gada 0.00 172
sarazota energlja
2.8. Kopgjas primaras energijas novertéjums | kWh/m2 gada 188.80 131.35
29 Prm_1ar_a.s neatjaunojamas energijas KWh/m2 gada 188.80 129 63
noverteéjums
210 Oglekla dioksida (CO2) emisijas £ CO2 gada 120.77 80.43
7" |novertgjums kg CO2/m2 gada 38.34 25.53
Ekas energosertifikata izdevejs Eksperts Arnis Auermanis Paraksts
Eksperta sertifikata numurs EA2-0084
Datums,




Apréekinos izmantotie ievatdati

Ekas energoefektivitati ietekméjo$o faktoru vértibas

1 Energoefektivitates novértéSanas veids EsoSas €kas
2 Pielietojuma veids Energoefektivitates sertifikacija
3 Objekta veids Visa €ka

4| Ekas iedalijums energoefektivitates klases noteikanai Dzivojamas &kas ar platibu virs 250 m2

Dzivojamas ékas ar platibu virs 250 m2

5| Ekas iedalijums primaras energijas klases noteik$anai

6 Ekas adrese Jelgavas iela 12, Olaine

7 Kadastra apziméjums 80090042102001

8 Stavu skaits 5 13 Vidéjais telpu augstums, m 2.54

9 Pazemes stavu skaits 1 14 Argjas virsmas laukums, m? 3379.75
10 Kopéja platiba, m? 4734.6 15 Ekas formas faktors 0.93
11 Aprékina platiba, m? 3149.9 16 Kompaktuma faktors 2.37
12 Aprékina tilpums, m® 8000.7 17 Aprékina telpu temperatdra, °C 19.2

[Ekas tehniskas sistémas

1|Siltumenergijas piegades sistéma no pilsétas centralizétas siltumapgades sistémas

2|Apkures sistéma radiatori

3|Karsta Odens sagatavoSana no pilsétas centralizétas siltumapgades sistémas

4|Karsta ddens sadales sistémal Ar cirkulaciju

5[Mehaniska ventilacija NAV

6|DzeséSanas sistéma NAV

|Aprékinos izmantotie normativi

1[LBN 002-19 "Eku norobeZojo$o konstrukciju siltumtehnika"
2[MK noteikumi Nr.222 "Eku energoefektivitates aprékina metodes un eku energosertifikacijas noteikumi"
3|Energoefektivitates likums
4
5

LBN 003-19 "Buvklimatologija" Riga
ApsekoSanas datums 12.07.2023

[Papildus informécija

Ekas aprékina energoefektivitates lTmenis noteikts balstoties uz projekta izejas datiem un objekta redzmajiem
risinajumiem. Faktiskie €kas energijas patérina dati uzsakot ékas ekspluataciju var atSkirties no &kas pagaidu
1 energosertifikata uzraditajiem datiem. Gandriz jebkura ékas energopatérina bilancé ietverta raditaja izmaina
turpmakaja ékas projekta realizacijas stadija var ietekmét ékas pagaidu energosertifikata atspoguloto ITmenatzimi.

Ekas energopatérinu var ietekmét:

1) bavelementu siltumcaurlaidibas raditaju izmainas;

2) atkapes no €kas gaisa caurlaidibas definéta raditaja;

2 3) atkapes no aprekinata izmantotas telpu aprékina temperataras;

4) atSkirtbas no aprékina izmantotajiem ventilacijas gaisa daudzumiem;

5) atSkirigu tehnisko iekartu (gaisa apstrades, dzeséSanas iekartu) izmantoSana;
6) neatbilstoSa buvdarbu kvalitate un pielietojamo materialu izvéle.




Ekas novietojums

74. dzivokli
5/.&8
/
N 574 ~DIIVOKL U-MAZE 1ERY DEVOIANE A |,
SETONA PANLL (G w
<
#1400
Q
Y 5.4
Zonas nosaukums, Platibas un temperatiras
Apraki Vidiais | Apreki Temperattra
prekina 1dcjais prexgina R PP
3 ’ oo Vid
nr.p.k. |Zonas nr. Zonas leklautas |1 i {augstums| tilpums | Aprekina Kubikmetru) Vi <
nosaukums telpas gradi uzm
m? m m° °c m*X°C °c
Dzivokli 2595 2.5 6487.5 20 129750.0
Apkuringmas Lst koplictosans | 136.2 2.5 340.5 16 5448.0
1 Zona 1l P telpas koplietosanas 386.6 2.5 966.5 16 15464.0
P istkapres | 144 | 25 36.0 16 576.0
Kapnu telpa 17.7 10 177.0 16 2832.0
Kopégja references platiba, tilpums un 3149.9 2.54 | 8007.5 | | 154070.0 | 19.2 |
Lodzijas 279.8
_ . pagrabs 644.5
Neapkurinamas telpas pagr. Kapnes| 2.7
Jumta stavs | 657.7
Kopéja platiba | 4734.6




PHPP, P1

Norobezojosas konstrukcijas un termiskie tilti

P2

Ekas tips atbilstosi LBN 002-19: |

Dzivojamas majas, pansionati, slimnicas un bérnudarzi

Norobezojosas konstrukcijas

NorobeZojo3o konstrukciju vid&ja siltumcaurlaidibas koeficienta vértiba, W/(m?K)
Bavelementa Maksimalais
NIrp.K NorobezZojosa NorobeZojo$a konstrukcija péc LBN| Aprékina |siltuma caurlaidibas | pielaujamais siltuma
L konstrukcija 002-19 laukums, m? koeficients, caurlaidibas
W/(m?3K) koeficients
1* grida Gridas un sienas saskaré ar grunti 745.3 0.410 0.200
2 parsegums Jumti un parse_gum|,l kas saskaras 766.3 0.721 0.200
ar ara gaisu
3 Arsienas gala Arsienas 398.5 0.898 0.230
4 Arsienas Arsienas 693.6 0.959 0.230
5 | Azpildiums starp Arsienas 3395 0.582 0.230
logiem
12 Ardurvis Ardurvis un varti 14.9 1.847 1.800
*Gridas U vértibas aprékind nemta véra gridas sanu virsmas izolacija.
Termiskie tilti
Maksimalais
Nr.p.k. Nosaukums Garums, m Lineara termiska tilta normativais |pielaujamais siltuma
siltuma caurlaidibas koeficients, caurlaidibas
WIK koeficients
1 [Jumta perimetrs 130 0.20 0.20
2 |gridas perimetrs 130 0.20 0.20
3 [lodzijas H 816 0.4 0.20
Gaismu caurlaidigo biivelementu siltuma caurlaidibas koeficientu vértibas
Bavelementa Maksimalais
L T Debess Aprékina siltumcaurlaidibas | pielaujamais siltuma
p.k. Koef t ’ . ’ ;
Nr.p.k Materials oeficienti puse laukums, m? koeficients, caurlaidibas
W/(m?K)* koeficients
Uf WIm?K)) | 1.20 | Ziemeli 9.93 1.41
Stiklojums Ug W/(m°K)) | 0.70 | Austrumi 231.66 0.98
1 Ramis g 0.70 | Dienvidi 9.93 1.41 1.10
Yg (W/(mK)) | 0.07 Rietumi 233.65 1.18
Wi (W/(mK)) | 0.20 | Horizontali 0.00 0.00

Apzimé&jumu skaidrojumi

Uf - loga ramja siltuma caurlaidibas koeficients

Ug - stiklojuma siltuma caurlaidibas koeficients

g - stiklojuma saules energijas caurlaidibas vértiba

Yg - stiklojumu atdalo$as starplikas siltuma caurlaidibas vértiba

* Logu U vértibas aprékina ietverta logu iebaves termiska tilta vertiba.

Saules siltuma ieguvumi no gaismu caurlaidigajiem buvelementiem

Siltuma zudumi Saules siltuma
apkures perioda ieguvumi apkures
Nr.p.k. Orientacija kWh/gada kWh/gada
1|Ziemeli 1281 237
2|Austrumi 20630 12334
3|Dienvidi 1281 845
4|Rietumi 25188 14126
5|Horizontali 0 0
Gaismu caurlaidigo elementu siltumenergijas bilance
apkures perioda
M Transmission losses heating period [ Heating gains solar radiation heating period
30000
25000
20 000
15 000
10 000
5000
pp— L M
KWh/a Ziemeli Austrumi Dienvidi Rietumi Horizontali

EES_Jelgavas_12




P3

U-value supplememl:IW/(m?K)

Nr.p.k. Konstrukcijas nosaukums Interior insulation?
Nr.p.k. Konstrukcijas nosaukums Interior insulation?
02ud parsegums | I
Virsmas pretestiba [m2K/W]
Konstrukcijas elements|1-Roof iekséjas Rs:|  0.10
Auksta puse pret|1-Outdoor air argjas Ree:|  0.04
1. apgabala sadala 1 [W/(mK)] 2. apgabala sadala (neobligati) I [W/(mK)] 3. apgabala sadala (neobligati) 1 [W/(mK)] Biezums [mm]
dzelzbetona plaksne 0.22 0.580 |- - - - 220
azbetona bloki 400
9 0.142 |- - - - 120
ka/m3
normala murjava,
L _ LU 0.900 |- - - - 20
iejaukta biivobjekta
Percentage of sec. 1 Percentage of sec. 2 Percentage of sec. 3 Kopa
100% | | | 36.0 |cm

U-vértiba: W/(m*K)

Nr.p.k. Konstrukcijas nosaukums

Interior insulation?

03ud |Arsienas gala

Virsmas pretestiba [m?K/W]

U-value supplementl:IW/(m’K)

Konstrukcijas elements |1-Roof ieksejas Rq;: 0.10
Auksta puse pret|1-Outdoor air argjas Ree:|  0.04
1. apgabala sadala 1 [W/(mK)] 2. apgabala sadala (neobligati) 1 [W/(mK)] 3. apgabala sadala (neobligati) 1 [W/(mK)] Biezums [mm]
lietie betoni ar Skembam
L q 1.800 |- - - - 200
vai oliem 2400 kg/m3
saliekama gazbetona
ama g 0.290 |- Sk - 250
paneli
Percentage of sec. 1 Percentage of sec. 2 Percentage of sec. 3 Kopa
100% I 45.0 |cm
U-value supplementl:IW/(mzK) U-vértiba:[| 0.898 |wi/(m*k)
Nr.p.k. Konstrukcijas nosaukums Interior insulation?
04ud |Arsienas |
Virsmas pretestiba [m2K/W]
Konstrukcijas elements|2-Wall ieksejas Rg;: 0.13
Auksta puse pret|1-Outdoor air argjas Ree:|  0.04
1. apgabala sadala 1 [W/(mK)] 2. apgabala sadala (neobligati) 1 [W/(mK)] 3. apgabala sadala (neobligati) 1 [W/(mK)] Biezums [mm]
saliekama gazbetona
ama g 0.290 |- - - 250
paneli
normala murjava,
. _ s s 0.900 |- - - - 10
iejaukta bivobjekta
Percentage of sec. 1 Percentage of sec. 2 Percentage of sec. 3 Kopa
| [ 260 [

U-vértiba: W/(mzK)

U-value supplementl:IW/(mzK)

Nr.p.k. Konstrukcijas nosaukums Interior insulation?
05ud |AizpiIdeums starp logiem |
Virsmas pretestiba [m?K/W]
Konstrukcijas elements|2-Wall ieksgjas Ryz|  0.13
Auksta puse pret[1-Outdoor air argjas Ree:| 0.04
1. apgabala sadala 1 [W/(mK)] 2. apgabala sadala (neobligati) I [W/(mK)] 3. apgabala sadala (neobligati) 1 [W/(mK)] Biezums [mm]
Pildijums 0.130 200
efaukta bivobjokt 0900 10
Percentage of sec. 1 Percentage of sec. 2 Percentage of sec. 3 Kopa
100% | | | 21.0 |cm

U-vértiba: W/(m’K)

PHPP, U-ValuesP2
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siltuma caurlaidibas koeficienta noteikS§ana neapkurinamiem pagrabiem

EUM pagraba gridai

jaievada pasam
B* 11.44 A gridas platiba m2] 745.34
P gridasperimetrs m| 130.29
dt 0.82 W sienas biezums m 0.4
pagraba augstums lidz parsegumam 2.03

landa gruntij

Rsi
Rf
Rse

Uyt 0.44  |W/(m2K)
| 2 U; parsegumam starp pirma stava telpam un pagrabu
siltum vad R
materials dm koef. L
Rq; 0.17
izdegi 0.15 0.15 1
platne betona 0.22 0.58 0.37931
Putupolistirols
(EPS100) 0 0.039 0
0
Rse 0.04
Ut 0.629204
IIIU.,W pagraba sienas kas piespieZas pie grunts
| jaievada pasam landa gruntij

z sienas augstums no pagraba gridas lidz zemes augéail 0.6 m

dy 1.308889

1.03  |W/(m2K)

0.41

Rsi
Rf

Rse

In gaisa apmaias koeficients

2
0.17
0
0.04
IT U,, sienas virs zemes limena (cokols)
siltum vad R
materials dm koef. L
Rsi 0.13
dzelzsbetona bloks 0.4 0.9 0.444444
Putupolistirols

(EPS100) 0.039 0
0
0
Rse 0.04
Uw 1.627486

siltum vad R

2 materials dm koef. L
0.17 0
0.44 dzelzbetona bloks 0.4 0.9] 0.444444
Putupolistirols
0.04 (EPS100) 0 0.038
0.3]




P4

Viengimenes dzivojama maja / Climate: Riga / TFA: 3150 m? / Heating: 96.8 kWh/(m?a) / Freq. overheating: 3 % / PER: 218.2 kWh/(mZa)

Apstradata gridas platiba ATFA m? 3150 (Areas’ worksheet)
Telpas augstums h m 2.54 2.54
Ventilgjamas telpas tilpums (ATFA*h Vy m? 8001 (Worksheet 'Annual heating’)
Ventilacijas veids
Ladzu izvélieties 3-Only window ventilation
Infiltracijas gaisa mainas atrums
Wind protection coefficients e and f
Several One
Koeficients e véja aizsardzibas klasei side side
exposed exposed
Nav aizsardzibas 0.10 0.03
Mérena aizsardziba 0.07 0.02
Augsta aizsardziba 0.04 0.01
Koeficients f 15 20
For annual demand: ___For heating load:
Vé&ja aizsardzibas koeficients, e 0.07 0.18
S - - Net air volume f "
Véja aizsardzibas koeficients, f 20 20 e‘;‘;::‘:em: o Vs Air permeability  gso
Gaisa mainas atrums nospiezot. part nsy 1/h 2.00 2.00 8001 m3 mal(hm2)
For annual demand: For heating load:
Parmérigs izplides gaiss 1| 0.00 [ 0.00
Infiltracijas gaisa mainas atrums Ny Rest 1/h| 0.140 | 0.350
Ventilacijas ieejas izvéle - Rezultati
Videgji Izvelciet gaisu Efektivs siltums Konkréts Siltums
Ventilacijas iekarta / Siltuma atgi$anas efektivitates projektéSana  gaisa plisn Videgji lieko atvese|oSanas jauda atveselosanas
Standarta dizains (Ventilation' worksheet, see below) likme aisa mainas atrurr plides gaisa sisténefektivitates vienibz Energijas atgi$ana ievade efektivitate SHX
Vairakas ventilacijas iekartas, bezres (‘Addl vent' worksheet) m3h 1/h 1/h [ Wh/m? [
[2400] 030 [ 000 [ 00w | [ 000 [ oow |
Cooling degree Efficiency SHX
MN*stix 0%
Vidéjais salona mitrums ziemas darbibas laika
| Jan | Feb | Mar | Apr May | Jun | Jul | Aug | Sep | Nov | Dec |
[37% ] 36%| 38% | 45% | 57% [ 70% | - [ 83% | 69% [ | 46% | 40% |

Standarta datu ievade lidzsvarotai ventilacijai

Ventilacijas sistémas izméru noteik§ana ar tikai vienu ventilacijas iekartu

Passive House with PHPP Version 9.3

Projektétais gaisa plismas atrums (maksimalais)

Vidéjas gaisa mainas atruma aprékins

Faktori, uz kuriem attiecas

Operécijas veids Ikdienas darbibas laiki maksimums
h/id
maximum 1.00
Standard 24.0 0.30
Basic ventilation
Minimum
Vidéja vértiba 0.30

PHPP, VentilationP3

me/h 8001 Recommended: 3120 m3h

Gaisa plismas atrums
m3/h
8001
2400
0
0

Average air flow rate (m3¥h)
2400

Gaisa mainas atrums
1/h
1.00
0.30
0.00
0.00

Average air change rate (1/h)

EES_Jelgavas_12



PS5

lekstelpu vidéja temperatara:

19.24 °c

Apkurinama platiba ATFA:| 3149.9 | m
Per m2
temperatdras zona Area U-Value Month. red. fac. Gy of treated
Ekas konstrukcijas m2 W/(m2K) kKh/a kWh/a floor area
Arsiena - ara gaiss A 1368.0 * 0.850 * 1.00 * 105 = 121644 38.62
Arsiena - zeme B * * 1.00 * =
Jumts/Parsegums - ara vide A 766.3 * 0.721 * 1.00 * 105 = 57800 18.35
Grida A 745.3 * 0.410 * 1.00 * 105 = 31959 10.15
A * * 1.00 * =
A * * 1.00 * =
X * * 0.75 * =
Stiklotas konstrukcijas A 485.2 * 1.093 * 1.00 * 105 = 55474 17.61
Ardurvis A 14.9 * 1.847 * 1.00 * 105 = 2879 0.91
TT pret ara vidi (garums/m) A 1328.6 * 0.323 * 1.00 * 105 = 44857 14.24
Perimetra TT (garums/m) P * * 1.00 * = 0.00
Zemes TT (garums/m) B * * 1.00 * = 0.00
—_— kwWh/(m?2a)
Parraides siltuma zudumi QT koa| 314613 | [ 999
Atra Telpas augstums
Efektivais m2 m m?
Gaisa tilpums Vy ‘ 3150 ‘ * ‘ 2.54 ‘ = ‘ 8001 ‘
Ny system N*sHx NHR Ny,Res Ny equifraction
1h 1h 1/h
Efektivais gaisa mainas atrums Apkartsja nV,e 0300  |*(1- 0% ly*(a-[ 000 |y+[ o140 | =] 0440 |
Vy Ny, equi fraction Cair G,
m? 1h Wh/(meK) kKh/a kWh/a kWh/(m?a)
Ventilacijas zudumi apkartéja vide Q, 8001 * 0.440 * 0.33 * 105 = 121494 38.6
Ventilacijas zudumu pamats Q. 8001 * 0.000 * 0.33 * 93 = 0 0.0
Ventilacijas siltuma zudumi QV o 121494 | | 386
Samazinasanas koeficients
Qr Qv nakts/nedélas nogale
kWh/a kwh/a saving kWhia kWhi/(m2a)
Kopéjie siltuma zudumi QL (314613 + [ 121404 ) { 10 =[ 436107 | [ 1385
OrientéSanas Samazinasanas koeficients g vertiba Laukums Globalais starojums
no apgabala skatiet darblapu "Windows" (perp. radiation)
m? KWh/(m?a) kWh/a
Ziemeli 0.55 * 0.50 * 9.9 * 220 = 600
Austrumi 0.52 * 0.54 * 231.7 * 459 = 29779
Dienvidi 0.58 * 0.50 * 9.9 * 579 = 1671
Rietumi 0.52 * 0.62 * 233.6 * 465 = 34792
Horizontali 0.00 * 0.00 * 0.0 * 808 = 0
Summeéjiet necaurspidigas zonas 13585
e — kWh/(m?2a)
Kopéjie siltuma zudumi QL Toa 80428 | [ 255
Garums Siltums. Periods ~ Spec. Jauda ql Area
kh/d dia Wim2 m2 kWh/a kWh/(m?a)
lek$&jais siltuma pieaugums QI 0024  * 334 | [ 32 |*[ 31409 [ =] 8600 | [ 259
kWh/a KWh/(m2a)
Kopéjie siltuma ieguvumit QF Qs + Q = ‘ 162027 ‘ I 51.4
Siltuma zudumu attieciba Qr/ Q. = 0.37
Siltuma ieguvumu izmanto$anas faktors hG =
kWh/a KWh/(m?a)
Siltuma pieaugums QG Ne * Qr = | 131338 | I 417
kWh/a KWh/(m?a)
Gada apkures pieprasijums Qg Q - Q = I 304769 | || 97

PHPP, HeatingP4
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Ipatnéja energija apkurei (ikméne$a metode)

lekstelpu vidéja temperatara: | 19.24 |°C

Apkurinama platiba ATFA:| 3150 |m?

Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Year
Apkures pakapes stundas - Aréjj 16.2 14.7 13.8 9.3 55 2.7 0.6 1.3 4.7 9.1 12.2 15.1 105 kKh
Apkures gradu stundas - Zeme 5.9 5.7 6.3 5.6 5.0 3.9 3.3 2.9 2.8 3.4 4.1 5.2 54 kKh
Zaudé&jumi - arpuse 67484 61112 57431 38728 22939 11402 2528 5454 19662 38038 50778 63079 438635 |kWh
Zaudé&jumi - Zeme 0 0 0 0 0 0 0 0 0 0 0 0 0 kWh
Sum spec. zaud&umiem 214 19.4 18.2 12.3 7.3 3.6 0.8 1.7 6.2 12.1 16.1 20.0 139.3 [kWh/m2
Saules ieguvumi - ziemeli 10 21 50 75 110 128 126 95 60 32 13 7 726 kWh
Saules ieguvumi - Austrumi 584 1145 2455 3855 5533 5647 5594 4628 3077 1791 643 423 35373 |kWh
Saules ieguvumi — dienvidi 60 99 167 216 242 218 235 232 192 142 61 43 1906 kWh
Saules ieguvumi - Rietumi 604 1258 2832 4628 6616 6762 6802 5525 3482 1927 741 418 41594 (kWh
Saules ieguvumi - Horiz. 0 0 0 0 0 0 0 0 0 0 0 0 0 kWh
Saules ieguvums - necaurspidigs| 237 487 1111 1809 2565 2623 2647 2161 1383 767 278 164 16232 |kWh
lekséjais siltuma pieaugums 7574 6841 7574 7329 7574 7329 7574 7574 7329 7574 7329 7574 89173 |kWh
Sum spec. ieglst saules + iekSg| 2.9 3.1 4.5 5.7 7.2 7.2 7.3 6.4 4.9 3.9 2.9 2.7 58.7 kWh/m2
Izmanto$anas koeficients 100% 100% 100% 99% 86% 50% 11% 27% 93% 100% 100% 100% 72%
Ikgadéjais apkures pieprasijums 58416 51262 43247 20940 3578 117 0 2 5223 25819 41714 54452 304769 |kWh
Spec. apkures pieprasijums 18.5 16.3 13.7 6.6 1.1 0.0 0.0 0.0 1.7 8.2 13.2 17.3 96.8 kwWh/m2
C3Spec. apkures pieprasijums CJSum spec. iegust saules + iekS€jo Sum spec. zaudé&jumiem
=
€ 'n 25
32
5 0
o E =
.0 “'E 20 + | T
c = |
2 < R |
£ - /
2=15 L = f -
0 @ L
T O —_—
o Y n _l 4
NS [V
F 210 1 - 4 —
20 e —
52 — [] -
¥ o g | | <l> [ ||
©
o ‘ ‘ ‘ ‘ ‘ ’ B e B ‘ ‘ ‘
Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec
Gada apkures pieprasijums:
Ménesa metode (‘Heating’) 304769 kWh/a 96.8 kWh/(m?a) atsauce uz apstradatas gridas platibu saskana ar PHPP
LV0014a-Riga LBN-003-19
Apkures
Meénesis 1 2 3 4 5 6 7 8 9 10 11 12|Gada kopé| perioda
metode
Dienas 31 28 31 30 31 30 31 31 30 31 30 31 365 223
Apkartéja temperatira -2.18 -2.18 1.22 6.92 12.42 16.02 18.92 17.92 13.12 7.32 2.62 -0.78 7.7 2.2
Ziemelu radiacija 3.7 7.8 18.3 27.6 40.3 46.8 46.2 34.7 21.9 11.8 4.8 25 266 87
Austrumu radiacija 9.0 17.6 37.8 59.4 85.3 87.0 86.2 71.3 47.4 27.6 9.9 6.5 545 190
Dienvidu starojums 20.8 34.2 58.0 74.7 83.7 75.6 81.5 80.3 66.6 49.3 21.0 14.9 660 293
Rietumu radiacija 8.1 16.8 37.8 61.8 88.4 90.3 90.8 73.8 46.5 25.7 9.9 5.6 555 189
Horiza starojums 10.9 24.6 63.2 110.1 160.0 164.1 166.2 133.0 80.7 40.9 & 7.1 974 312
Tdebesis -12.00( -13.30| -11.90 -7.60 -1.40 2.50 7.60 7.80 2.70 -1.70 -5.80| -10.00 35
Zemes temperatira 11.28 10.71 10.78 11.44 12.54 13.77 14.81 15.37 15.31 14.64 13.54 12.31 13.1 10.8

PHPP, HeatingP4 EES_Jelgavas_12



Apkures energijas bilance (méne$a metode)

160

9.7
140 +— —

120 ~

100 -~

[kWh/(mZa)]

80

60 -

20 +

O neizmantotie siltuma ieguvumi
OArsiena - ara gaiss

m]

B Jumts/Parsegums - ara vide
m Grida

o

5]

]

O Stiklotas konstrukcijas

O Ardurvis

O termiskie filti

B Ventilacija

O Saules siltuma ieguvumi

@ leksgjie siltuma ieguvumis
m Apkures pieprasijums

o

zudumi leguvumi

PHPP, HeatingP4
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Karsta udens patérina un ventilacijas apréekinu kopsavilkuma tabulas

Aprékina platiba |

3149.9

|m?

Karsta adens patérins

Karsta tdens Pienemtais Gdens Udens Tpatnéja | Auksta tdens | Karsta Gdens lK_onvertsual? k_oetlcu.ents, Energijas Ipatn‘e_j.a|s
atéring gada blivums siltumietilptba | temperatira | temperatdra al nemiu vera pareju no patérin$ energuas
p ) kJ uz kWh ’ patéring
m® kg/m® kJ/kg K °C °c 3600 kWh kWh/m?
1403.20 983.2 4.2 10 60 80478 25.55
Siltuma zudumi gada. 72220 22.93
Patérins kopa karsta Gdens sagatavoSanai 152698 48.48
Karsta Gdens patérina aprékins veikts, péc ékas siltumergijas un uzskaites datiem.
Papildu energijas patérins
Kopeja Darba T
Energijas patérétajs elcja:lzzzka stundas Noslodze Energijas patéring Ipatnéjais energijas patérind
KW h kwWh KWh/m®
Apkures sistémas siknis, automatika 0.463 5354 0.8 1983.01 0.630
K. Gdens sistémas 0.074 8760 0.7 453.77 0.144
2436.78 0.77
Energijas patérin$ un CO, daudzums
Toatnaiais Primara Primara Primara Oglekla
Efektivitates Energijas patnel: energija energija dioksTda
Energoneséjs koeficients apjoms energuas neatjaunoja | atjaunojam energia (COy)
patérins = KOPA L
' ma a emisijas
koef. MWh KWh/m? kWh/m? gada kg CO,/m*
Siltumenergija no
centralizétas
Apkure situmapgades 1.00 304.77 96.76 125.78 0.00 125.78 25.54
sistémas, sarazota no
fosilajiem kurinamiem
bez kogeneracijas [2]
Siltumenergija no
centralizétas
Karsta adens —|siltumapgades 1.00 152.70 48.48 63.02 0.00 63.02 12.80
sagatavoSana |[sistémas, sarazota no
fosilajiem kurinamiem
bez kogeneracijas [2]
Ventilacija Elektroenergija no tikla 1.00 0.00 0.00 0.00 0.00 0.00 0.00
Dzesésana Elektroenergija no tikla 1.00 0.00 0.00 0.00 0.00 0.00 0.00
Kopa 457.47 145.23 188.80 0.00 188.80 38.34




Ekas izméritas energoefektivitates novértéjums P7
Siltumenergijas patérins karstajam ddenim, MWh

1 2 3 4 5 6 7 8 9 10 11 12 Kopa
2022 13.67 9.14 9.90 11.70 10.00 14.90 10.50 10.40 11.90 11.86 11.86 12.21 138.04
2021 13.04 12.69 12.62 14.47 12.60 12.33 13.30 12.60 12.70 12.75 12.23 12.70 154.03
2020 12.73 12.74 12.80 13.38 24.50 13.50 11.70 13.10 13.70 12.69 10.45 13.74 165.03
2019 13.43 12.63 11.85 12.85 15.40 13.83 11.50 10.66 13.20 12.34 12.56 11.46 151.71
2018 12.70 12.82 12.47 13.58 13.40 13.60 11.40 13.00 13.10 12.80 12.50 13.31 154.68
Videji 13.11 12.00 11.93 13.20 15.18 13.63 11.68 11.95 12.92 12.49 11.92 12.68 152.70

Siltumenergijas patérins apkurei, MW

1 2 3 4 5 6 7 8 9 10 11 12 Kopa
2022 71.53 35.46 48.30 50.50 0.00 0.00 0.00 0.00 0.00 6.14 23.04 47.89 282.86
2021 58.36 60.31 48.48 35.03 13.60 0.00 0.00 0.00 0.00 24.25 36.47 51.00 327.50
2020 41.47 44.76 38.00 33.02 0.00 0.00 0.00 0.00 0.00 9.61 33.55 55.06 255.47
2019 46.27 40.77 33.45 36.05 0.00 0.00 0.00 0.00 0.00 16.56 38.34 39.44 250.88

2018 42.10 52.18 55.63 25.22 0.00 0.00 0.00 0.00 0.00 9.90 25.20 48.69 258.92

Videji 51.95 46.70 44.77 35.96 2.72 0.00 0.00 0.00 0.00 13.29 31.32 48.42 275.13

Izméritais energoefektivitates novértéjums 275126 kWh Aprékinatais energoefektivitates novértéjums 304769 kWh
87.34 kWh/m2 96.76 kWh/m2

Ekas izméritas energoefektivitates novértéjuma un ékas aprékinatas energoefektivitates novértéjuma salidzindjums pie vienadiem iekstelpu temperatiras nosacijumiem ir




Siltumenergijas patérins kopéjais, MWh

1 2 3 4 5 6 7 8 9 10 11 12
1 2 3 4 5 6 7 8 9 10 11 12 Kopa
2022 85.2 44.6 58.2 62.2 10.0 14.9 10.5 10.4 11.9 18.0 34.9 60.1 420.90
2021 71.4 73.0 61.1 49.5 26.2 12.3 13.3 12.6 12.7 37.0 48.7 63.7 481.53
2020 54.2 57.5 50.8 46.4 24.5 13.5 11.7 131 13.7 223 44.0 68.8 420.50
2019 59.7 53.4 45.3 48.9 15.4 13.8 115 10.7 13.2 28.9 50.9 50.9 402.59
2018 54.8 65.0 68.1 38.8 134 13.6 114 13.0 13.1 22.7 37.7 62.0 413.60
Videéji 65.06 58.70 56.70 49.16 17.90 13.63 11.68 11.95 12.92 25.78 43.24 61.10 427.82
Siltumenergijas patérins kopéjais, MWh
90.0
80.0
70.0 ¥\
60.0 S >\ 4
50.0 N
40.0
30.0
20.0
10.0 N —
0.0
2 3 4 5 6 8 9 10 11 12
) (022 — 1021 2020 em=——2019 2018
Karsta udens patérins m3
1 2 3 4 5 6 7 8 9 10 11 12 Kopa
2022 141.0 89.0 102.0 133.0 76.0 108.0 83.0 78.0 85.0 98.0 98.0 104.0 1195.00
2021 124.0 118.0 132.0 145.0 113.0 96.0 110.0 106.0 114.0 108.0 99.0 107.0 1372.00
2020 135.0 130.0 131.0 141.0 140.0 120.0 113.0 121.0 128.0 118.0 131.0 136.0 1544.00
2019 136.0 121.0 109.0 126.0 132.0 110.0 107.0 111.0 123.0 123.0 127.0 108.0 1433.00
2018 118.0 120.0 114.0 133.0 120.0 128.0 109.0 124.0 127.0 125.0 120.0 134.0 1472.00
Videji 134.00 114.50 118.50 136.25 115.25 108.50 103.25 104.00 | 112.50 111.75 113.75 117.80 1403.20




9.attéls. Pagrabs

10.attéls. Siltummezgls




Ekas energosertifikats Victa atctan]

REGISTRACIJAS NUMURS (]

DERIGS (2]

Ekas energosertifikata veids 13 Ekas energosertifikats

Objekta veids 4] Visa eka

Ekas veids Bl 02 Daudzdzivoklu ekas

Adrese ] Jelgavas iela 12, Olaine

Ekas dala iy -

Kadastra apziméjums (€] 80090042102001

Ekas raksturojums

Bives gads 9l 0 Parbiives gads [ | 0

Stavu skaits | 5 virszemes | 1 pazemes Né mansards | NE jumta stavs
Kopgja platiba 4734.60 m? |References platiba [ 3149.90 m?
References tilpums 2] 8001 m® | Vidgjais iekstelpu augstums 2.54 m
EKAS ENERGOSERTIFIKATA PIELIETOJUMA [13]

VEIDS(-1) Energoefektivitates sertifikacija

_ L 14
ENERGOEFEKTIVITATES NOVERTEJUMA VEIDS - —
Esosas €kas

[15]

EKAS ENERGOSERTIFICESANAS NOLUKS Brivpratigi
EKAS ENERGOEFEKTIVITATES NOVERTEJUMS (KWH/M2 GADA) UN KLASE

Apkurei 47 08

el

EKAS PRIMARAS ENERGIJAS NOVERTEJUMS (KWH/M2 GADA) UN KLASE

Primara Primara
neatjaunoja 130 ? kopéja
131 energija

B

EKAS ENERGOEFEKTIVITATES RADITAJI V'] VERTEJUMS PAR EKAS ATBILSTIBU NORMATIVO AKTU

KWH/M2 GADA PRASIBAM
APKUREL _ 47.06 " A EKAS ATBILSTIBA GANDRIZ NULLES ENERGUAS|  Na
KARSTA UDENS SAGATAVOSANAI  48.48 A EKAS PRASIBAM
MEHANISKAJAI VENTILACIJAI 0.0 EKAS RADITAJU PARBAUDE, PAMATOJOTIES UZ _
APGAISMOJUMAM 0.00 FAKTISKO BUVNIECIBAS REZULTATU ™9 Ne
DZESESANAI 2.86 Oglekla dioksida emisijas novértéjums, t CO2 gada 80.43
KOPA 98.40 Oglekla dioksida emisijas novertéjums, kg CO2/m2 gada 25.53
EKAS NEATKARIGAIS EKSPERTS (21] Arnis Auermanis
ENERGOSERTIFIKATA|EKSPERTA SERTIFIKATA NUMURS [*?2 EA2-0084
1ZDEVEJS DATUMS (23] 21.08.2023 PARAKSTS




EKAS TEHNISKIE RADITAJI

Ekas argjas virsmas laukums 3613.58 m?
Ekas formas faktors — aréjas virsmas un references platibas attieciba 1.15
Kompaktuma faktors — argjas virsmas un tilpuma attieciba 0.45

Ar&jo norobeZojoso konstrukciju vidgjais svértais siltuma caurlaidibas koeficients Uy

0.38 W/(m?K)

Argjo norobeZojoso konstrukciju vidgjais svértais normativais (maksimalais) siltuma
caurlaidibas koeficients Uy max

0.39 W/(m*K)

Ekas norobeZojoSo konstrukciju Ipatngjais siltuma zudumu koeficients Hr/A,y

[24]

0.43 W/(m?K)

Ekas norobezojo$o konstrukciju pielaujamais Ipatngjais siltuma zudumu koeficients
HT,max/ Aapr

[25]

0.53 W/(m?K)

Aprékina iekStelpu temperattira apkures novértgjumam 19.24 °C
Aprekina iekstelpu temperatiira dzes€$anas noverte§jumam 27 °C
Pieprasitas gaisapmainas raditajs e 0.44 (nh
Ekas ventilacijas Ipatngjais siltuma zudumu koeficients Hye/Agpr 271 0.37 W/(mzK)
Ventilacijas siltuma zudumu atgiiS§ana apkures perioda (28] 0 %

Ekas gaisa caurlaidibas raditajs qsq
Ekas sagatavo$anas metode testa veikSanai

[29]

4.43 m*(m*h)

NOVERTEJUMA IZMANTOTIE PRIMARAS ENERGIJAS FAKTORI UN CO, KOEFICIENTI

CO, emisijas Primaras energijas faktors
2
Energijas patérina pakalpojums |Energonesgjs un efektivitates koeficients *| faktors, kg | neatjaunojamo | - atjaunojamo .
CO./MWh | eneroresursu | energoresursu kopgjais
2 dalai dalai
Apkure Siltumenergija no centralizétas 1 264 1.3 0 1.3
STITHTITOTTCT BT To-CoTTTTaTI TS
Karsta fidens sagatavoSana siltumapgades sistemas, 1 264 1.3 0 1.3
Ventilacija Elektroenergija no tikla 1 109 1.9 0.6 2.5
Dzesesana Elektroenergija no tikla 1 109 1.9 0.6 2.5

Pielikumi un pievienotie dokumenti (dokumenta nosaukums, datums, numurs un lapu skaits): %

Norobezojosas konstrukcijas un termiskie tilti 1.Ipp
Norobezojoso konstrukceiju U vertibu aprekins 1.1pp
Ventilacijas dati 2.1pp

Ipatngja energija apkurei (gada metode)

Vasara: pasiva dzeséSana

Pielikums P1 1.Ipp
Pielikums P2 2.lpp
Pielikums P3 2.Ipp
Pielikums P4 3.lpp
Pielikums P5 1.Ipp

Karsta fidens patérina un ventilacijas aprékinu kopsavilkuma tabulas

Pielikums P6 1.lpp

NEATKARIGA EKSPERTA APLIECINAJUMS

Apliecinu, ka ékas energosertifikats sastadits, nepielaujot ricibu, kas manis pasa, pasutitaja vai citas
personas interesés varétu mazinat iegiito rezultatu pareizibu, novértéjuma objektivitati un ticamibu.

[33]

EKAS NEATKARIGAIS EKSPERTS Arnis Auermanis
ENERGOSERTIFIKATA|EKSPERTA SERTIFIKATA NUMURS [ EA2-0084
[ZDEVESS DATUMS € 21.08.2023

PARAKSTS




Apréekinos izmantotie ievatdati

Ekas energoefektivitati ietekméjo$o faktoru vértibas

1 Energoefektivitates novértéSanas veids EsoSas €kas
2 Pielietojuma veids Energoefektivitates sertifikacija
3 Objekta veids Visa €ka

4| Ekas iedalijums energoefektivitates klases noteikanai Dzivojamas &kas ar platibu virs 250 m2

Dzivojamas ékas ar platibu virs 250 m2

5| Ekas iedalijums primaras energijas klases noteik$anai

6 Ekas adrese Jelgavas iela 12, Olaine

7 Kadastra apziméjums 80090042102001

8 Stavu skaits 5 13 Vidéjais telpu augstums, m 2.54

9 Pazemes stavu skaits 1 14 Argjas virsmas laukums, m? 3613.58
10 Kopéja platiba, m? 4734.6 15 Ekas formas faktors 0.87
11 Aprékina platiba, m? 3149.9 16 Kompaktuma faktors 2.21
12 Aprékina tilpums, m® 8000.7 17 Aprékina telpu temperatdra, °C 19.2

[Ekas tehniskas sistémas

1|Siltumenergijas piegades sistéma no pilsétas centralizétas siltumapgades sistémas

2|Apkures sistéma radiatori

3|Karsta Odens sagatavoSana no pilsétas centralizétas siltumapgades sistémas

4|Karsta ddens sadales sistémal Ar cirkulaciju

5[Mehaniska ventilacija NAV

6|DzeséSanas sistéma NAV

|Aprékinos izmantotie normativi

1[LBN 002-19 "Eku norobeZojo$o konstrukciju siltumtehnika"
2[MK noteikumi Nr.222 "Eku energoefektivitates aprékina metodes un eku energosertifikacijas noteikumi"
3|Energoefektivitates likums
4
5

LBN 003-19 "Buvklimatologija" Riga
ApsekoSanas datums 12.07.2023

[Papildus informécija

Ekas aprékina energoefektivitates lTmenis noteikts balstoties uz projekta izejas datiem un objekta redzmajiem
risinajumiem. Faktiskie €kas energijas patérina dati uzsakot ékas ekspluataciju var atSkirties no &kas pagaidu
1 energosertifikata uzraditajiem datiem. Gandriz jebkura ékas energopatérina bilancé ietverta raditaja izmaina
turpmakaja ékas projekta realizacijas stadija var ietekmét ékas pagaidu energosertifikata atspoguloto ITmenatzimi.

Ekas energopatérinu var ietekmét:

1) bavelementu siltumcaurlaidibas raditaju izmainas;

2) atkapes no €kas gaisa caurlaidibas definéta raditaja;

2 3) atkapes no aprekinata izmantotas telpu aprékina temperataras;

4) atSkirtbas no aprékina izmantotajiem ventilacijas gaisa daudzumiem;

5) atSkirigu tehnisko iekartu (gaisa apstrades, dzeséSanas iekartu) izmantoSana;
6) neatbilstoSa buvdarbu kvalitate un pielietojamo materialu izvéle.




Ekas novietojums

74. dzivokli
5/.&8
/
N 574 ~DIIVOKL U-MAZE 1ERY DEVOIANE A |,
SETONA PANLL (G w
<
#1400
Q
Y 5.4
Zonas nosaukums, Platibas un temperatiras
Apraki Vidiais | Apreki Temperattra
prekina 1dcjais prexgina R PP
3 ’ oo Vid
nr.p.k. |Zonas nr. Zonas leklautas |1 i {augstums| tilpums | Aprekina Kubikmetru) Vi <
nosaukums telpas gradi uzm
m? m m° °c m*X°C °c
Dzivokli 2595 2.5 6487.5 20 129750.0
Apkuringmas Lst koplictosans | 136.2 2.5 340.5 16 5448.0
1 Zona 1l P telpas koplietosanas 386.6 2.5 966.5 16 15464.0
P istkapres | 144 | 25 36.0 16 576.0
Kapnu telpa 17.7 10 177.0 16 2832.0
Kopégja references platiba, tilpums un 3149.9 2.54 | 8007.5 | | 154070.0 | 19.2 |
Lodzijas 279.8
_ . pagrabs 644.5
Neapkurinamas telpas pagr. Kapnes| 2.7
Jumta stavs | 657.7
Kopéja platiba | 4734.6




PHPP, P1

Norobezojosas konstrukcijas un termiskie tilti

P2

Ekas tips atbilstosi LB

N 002-19: |

Dzivojamas majas, pansionati, slimnicas un bérnudarzi

Norobezojosas konstrukcijas

NorobeZojo3o konstrukciju vid&ja siltumcaurlaidibas koeficienta vértiba, W/(m?K)
Bavelementa Maksimalais
NIrp.K NorobezZojosa NorobeZojo$a konstrukcija péc LBN| Aprékina |siltuma caurlaidibas | pielaujamais siltuma
L konstrukcija 002-19 laukums, m? koeficients, caurlaidibas
W/(m?3K) koeficients
1* grida Gridas un sienas saskaré ar grunti 738.1 0.180 0.200
2 parsegums Jumti un parse_gum|,l kas saskaras 766.3 0.133 0.200
ar ara gaisu
3 Ars'e”af‘i;"ot'”a‘a pa Arsienas 4228 0.198 0.230
Arsienas Arsienas 701.4 0.211 0.230
Aizpildijums starp Arsienas 29.6 5.882 0.230
logiem
S Jumti un parsegumi, kas saskaras
6 Lodziju jumts ar ara gaisu 124.1 0.154 0.200
= . Jumti un parsegumi, kas saskaras
7 parsegumi ar ara gaisu 116.9 0.179 0.200
12 Ardurvis Ardurvis un varti 14.9 1.600 1.800
*Gridas U vértibas aprékind nemta véra gridas sanu virsmas izolacija.
Termiskie tilti
Maksimalais
Nr.p.k. Nosaukums Garums, m Lineara termiska tilta normativais |pielaujamais siltuma
siltuma caurlaidibas koeficients, caurlaidibas
WIK koeficients
1 [Jumta perimetrs 130 0.10 0.20
2 |gridas perimetrs 130 0.10 0.20
3 [lodZijas H 816 0.05 0.20
Gaismu caurlaidigo biivelementu siltuma caurlaidibas koeficientu vértibas
Bavelementa Maksimalais
. . Debess Aprékina siltumcaurlaidibas | pielaujamais siltuma
Koef ’ - ;
Nr.p.k. Materials oeficient puse | laukums, m? koeficients, caurlaidibas
WI(m2K)* koeficients
Uf W/(m?K)) | 1.20 Ziemeli 10.93 1.38
Stiklojums Ug W/(m°K)) | 0.70 | Austrumi 351.34 0.89
1 Ramis g 0.70 | Dienvidi 9.93 1.41 1.10
Yg (W/(mK)) [ 0.07 Rietumi 337.09 0.95
Yi (W/(mK)) | 0.20 | Horizontali 0.00 0.00

Apzimé&jumu skaidrojumi

Uf - loga ramja siltuma caurlaidibas koeficients

Ug - stiklojuma siltuma caurlaidibas koeficients

g - stiklojuma saules energijas caurlaidibas vértiba

Wg - stiklojumu atdalo$as starplikas siltuma caurlaidibas vértiba

* Logu U vértibas aprékina ietverta logu ieblves termiska tilta vértiba.

Saules siltuma ieguvumi no gaismu caurlaidigajiem buvelementiem

Siltuma zudumi Saules siltuma
apkures perioda ieguvumi apkures
Nr.p.k. Orientacija kWh/gada kWh/gada
1|Ziemeli 1372 258
2|Austrumi 28398 17491
3|Dienvidi 1281 845
4|Rietumi 29234 17045
5|Horizontali 0 0
Gaismu caurlaidigo elementu siltumenergijas bilance
apkures perioda
M Transmission losses heating period [J Heating gains solar radiation heating period
35000
30000
25 000
20 000
15 000
10 000
5000
o — L e
kWh/a Ziemeli Austrumi Dienvidi Rietumi Horizontali

EPS_Jelgavas_12_pec siltinasanas
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P3

U-value supplememl:IW/(m?K)

Nr.p.k. Konstrukcijas nosaukums Interior insulation?
Nr.p.k. Konstrukcijas nosaukums Interior insulation?
02ud parsegums | I
Virsmas pretestiba [m2K/W]
Konstrukcijas elements|1-Roof iekséjas Rs:|  0.10
Auksta puse pret[1-Outdoor air argjas Rge: 0.04
1. apgabala sadala 1 [W/(mK)] 2. apgabala sadala (neobligati) I [W/(mK)] 3. apgabala sadala (neobligati) 1 [W/(mK)] Biezums [mm]
dzelzbetona plaksne 0.22 0.580 |- - - - 220
gazbetona bloki 400 0142 |- ) ) ) 120
ka/m3
normala mirjava,
. _ s s 0.900 |- - - - 20
iejaukta bavobjekta
PAROC BLT 3
0.049 |- - - - 300
AD=0,041(W/mK)
Percentage of sec. 1 Percentage of sec. 2 Percentage of sec. 3 Kopa
100% | | | 66.0 |cm

U-vértiba: W/(m*K)

U-value supplementl:lwl(mzK)

Nr.p.k. Konstrukcijas nosaukums Interior insulation?
03ud |Arsienas siltinata pa tieo |
Virsmas pretestiba [m?K/W]
Konstrukcijas elements |1-Roof ieksejas Rg:| 0.10
Auksta puse pret|1-Outdoor air argjas Ree:|  0.04
1. apgabala sadala 1 [W/(mK)] 2. apgabala sadala (neobligati) 1 [W/(mK)] 3. apgabala sadala (neobligati) 1 [W/(mK)] Biezums [mm]
lietie betoni ar Skembam
L q 1.800 |- - - - 200
vai oliem 2400 kg/m3
saliekama gazbetona
ama g 0.290 |- Sk - 250
paneli
PAROC Linio 10 0.038 |- - - - 150
Percentage of sec. 1 Percentage of sec. 2 Percentage of sec. 3 Kopa
100% | 60.0 |cm

U-vértiba: W/(mzK)

U-value supplementl:IW/(mzK)

Nr.p.k. Konstrukcijas nosaukums Interior insulation?
04ud Ii\rsienas |
Virsmas pretestiba [m?K/W]
Konstrukcijas elements|2-Wall ieksejas Rg;: 0.13
Auksta puse pret|1-Outdoor air argjas Ree:|  0.04
1. apgabala sadala 1 [W/(mK)] 2. apgabala sadala (neobligati) | [W/(mK)] 3. apgabala sadala (neobligati) 1 [W/(mK)] Biezums [mm]
Bauroc classik 0.162 |- - - - 100
PAROC Linio 10 0.038 |- - - - 150
Percentage of sec. 1 Percentage of sec. 2 Percentage of sec. 3 Kopa
100% | 25.0 |cm

U-vertiba: W/(mzK)

PHPP, U-ValuesP2
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Nr.p.k. Konstrukcijas nosaukums Interior insulation?

06ud [Lodziju jumts |
Heat transmission resistance [m2K/W]
Orientation of building element[1-Roof iekséjas Rs:[  0.10
Adjacent to|1-Outdoor air argjas Ree:|  0.04
1. apgabala sadala 1 [W/(mK)] 2. apgabala sadala (neobligati) I [W/(mK)] 3. apgabala sadala (neobligati) 1 [W/(mK)] Biezums [mm]
PAROC ROB 80 0.040 220
PAROC ROS 30 0.038 30
lietie betoni ar Skembam
vai oliem 2400 kg/m3 2.000 150
Percentage of sec. 1 Percentage of sec. 2 Percentage of sec. 3 Kopa

87% | | | 40.0 Icm
U-value supplememl:IW/(m?K) U-vértiba: W/(me)

Assembly no. Interior insulation?
07ud Ipérsegumi |
Heat transmission resistance [m2K/W]
Orientation of building element|3-Floor interior Rg|  0.17
Adjacent to|1-Outdoor air exterior Re:|  0.04

Area section 1 1 [W/(mK)]  Area section 2 (optional) 1 [W/(mK)] Area section 3 (optional) 1 [W/(mK)] Biezums [mm]
PAROC Linio 10 0.038 200
lietie betoni ar Skembam

- ’ 2.000 200
vai oliem 2400 kg/m3

Percentage of sec. 1 Percentage of sec. 2 Percentage of sec. 3 Kopa

100% I:I | | | 40.0 |cm

U-valuesupplementl:IW/(mzK) U-value: 0179 W/(m2K)

PHPP, U-ValuesP2 EPS_Jelgavas_12_pec siltinasanas



siltuma caurlaidibas koeficienta noteikS§ana neapkurinamiem pagrabiem

EUM pagraba gridai

jaievada pasam

B* 11.33 A gridas platiba m2] 738.14
P gridasperimetrs m| 130.29
dt 0.82 W sienas biezums m 0.4
pagraba augstums lidz parsegumam 2.03

0.44

]

W/(m2K)

landa gruntij

Rsi
Rf
Rse

U; parsegumam starp pirma stava telpam un pagrabu

siltum vad R
materials dm koef. L
Rq; 0.17
izdegi 0.15 0.15 1
platne betona 0.22 0.58 0.37931
Putupolistirols

(EPS100) o 0.039] 5 564103
0
Rse 0.04
Us 0.240766

IIIU.,W pagraba sienas kas piespieZas pie grunts

jaievada pasam

z sienas augstums no pagraba gridas lidz zemes augéail 0.6 m

dy 6.572047

0.24

W/(m2K)

0.18

landa gruntij

Rsi
Rf

Rse

In gaisa apmaias koeficients

2
0.17
0
0.04
IT U,, sienas virs zemes limena (cokols)
siltum vad R
materials dm koef. L

Rsi 0.13
dzelzsbetona bloks 0.4 0.9 0.444444
PUt(LéF;Oshls(;(l)r)o'S o 0.039 | 5 564103
0
0
Re 0.04
Uy 0.314609

siltum vad R

2 materials dm koef. L
0.17 0
3.08 dzelzbetona bloks 0.4 0.9] 0.444444
Putupolistirols
0.04 (EPS100) 0.1 0.038] 2.631579
0
0.3]




P4

Viengimenes dzivojama maja / Climate: Riga / TFA: 3150 m? / Heating: 47.1 kWh/(m?a) / Freq. overheating: 5 % / PER: 37.6 kWh/(mZa)

Apstradata gridas platiba ATFA m? 3150 (Areas’ worksheet)
Telpas augstums h m 2.54 2.54
Ventilgjamas telpas tilpums (ATFA*h Vy m? 8001 (Worksheet 'Annual heating’)
Ventilacijas veids
Ladzu izvélieties 3-Only window ventilation
Infiltracijas gaisa mainas atrums
Wind protection coefficients e and f
Several One
Koeficients e véja aizsardzibas klasei side side
exposed exposed
Nav aizsardzibas 0.10 0.03
Mérena aizsardziba 0.07 0.02
Augsta aizsardziba 0.04 0.01
Koeficients f 15 20
For annual demand: ___For heating load:
Vé&ja aizsardzibas koeficients, e 0.07 0.18
S - . Net air volume for
Vé&ja aizsardzibas koeficients, f 20 20 press. test Vinso
Gaisa mainas atrums nospiezot. part nso 1/h 2.00 2.00 8001 m3

For annual demand:

For heating load:

A permeabiity  dsp

4 Jom

Parmérigs izplides gaiss 1| 0.00 [ 0.00 |
Infiltracijas gaisa mainas atrums Ny Rest 1/h| 0.140 | 0.350 |
Ventilacijas ieejas izvéle - Rezultati
Videgji Izvelciet gaisu Efektivs siltums Konkréts Siltums
Ventilacijas iekarta / Siltuma atgi$anas efektivitates projektéSana  gaisa plisn Videgji lieko atvese|oSanas jauda atveselosanas
Standarta dizains (Ventilation' worksheet, see below) likme aisa mainas atrurr plides gaisa sisténefektivitates vienibz Energijas atgi$ana ievade efektivitate SHX
Vairakas ventilacijas iekartas, bezres (‘Addl vent' worksheet) m3h 1/h 1/h [ Wh/m? [
[2400] 030 [ 000 [ 00w | [ 000 [ oow |
Cooling degree Efficiency SHX
MN*stix 0%
Vidéjais salona mitrums ziemas darbibas laika
| Jan | Feb | Mar Apr May | Jun | Jul | Aug | Sep | Nov Dec |
[37% ] 36%| 38% | 45% | 57% -] - [ - | 69% [ | 46% | 40% |

Standarta datu ievade lidzsvarotai ventilacijai

Ventilacijas sistémas izméru noteik§ana ar tikai vienu ventilacijas iekartu

Passive House with PHPP Version 9.3

Projektétais gaisa plismas atrums (maksimalais)

Vidéjas gaisa mainas atruma aprékins

Faktori, uz kuriem attiecas

Operécijas veids Ikdienas darbibas laiki maksimums
h/id
maximum 1.00
Standard 24.0 0.30
Basic ventilation
Minimum
Vidéja vértiba 0.30

PHPP, VentilationP3

me/h 8001 Recommended: 3120 m3h

Gaisa plismas atrums
m3/h
8001
2400
0
0

Average air flow rate (m3¥h)
2400

Gaisa mainas atrums
1/h
1.00
0.30
0.00
0.00

Average air change rate (1/h)

EPS_Jelgavas_12_pec siltinasanas



P5 |

lektelpu vidéja temperatira: 19.24 °Cc
Apkurinama platiba ATFA:| 3149.9 | m
Per m2
temperatdras zona Area U-Value Month. red. fac. Gy of treated
Ekas konstrukcijas m2 W/(m2K) kKh/a kWh/a floor area
Arsiena - ara gaiss A 1143.9 * 0.353 * 1.00 * 99 = 39901 12.67
Arsiena - zeme B * * 1.00 * =
Jumts/Parsegums - ara vide A 890.5 * 0.136 * 1.00 * 99 = 11969 3.80
Grida A 855.1 * 0.180 * 1.00 * 99 = 15200 4.83
A * * 1.00 * =
A * * 1.00 * =
X * * 0.75 * =
Stiklotas konstrukcijas A 709.3 * 0.932 * 1.00 * 99 = 65305 20.73
Ardurvis A 14.9 * 1.600 * 1.00 * 99 = 2356 0.75
TT pret ara vidi (garums/m) A 1328.6 * 0.060 * 1.00 * 99 = 7851 2.49
Perimetra TT (garums/m) P * * 1.00 * = 0.00
Zemes TT (garums/m) B * * 1.00 * = 0.00
—_— kwWh/(m?2a)
Parraides siltuma zudumi QT koa| 142582 | [ 453
Atea Telpas augstums
Efektivais m2 m m?
Gaisa tilpums Vy ‘ 3150 ‘ * ‘ 2.54 ‘ = ‘ 8001 ‘
Ny system N*sHx NHR Ny,Res Ny equifraction
1h 1h 1/h
Efekiivais gaisa mainas atrums Apkartgja nV,e 0300 ]¥(1- 0% ly*(a-[ 000 |y+[ o140 | =] 0440 |
Vy Ny, equi fraction Cair G,
m? 1h Wh/(meK) kKh/a kWh/a kWh/(m?a)
Ventilacijas zudumi apkartéja vide Q, 8001 * 0.440 * 0.33 * 99 = 114780 36.4
Ventilacijas zudumu pamats Q. 8001 * 0.000 * 0.33 * 76 = 0 0.0
Ventilacijas siltuma zudumi QV o 114780 | | 364
Samazinasanas koeficients
Qr Qv nakts/nedélas nogale
kWh/a kwh/a saving kWh/a kWhi/(m2a)
Kopéjie siltuma zudumi QL (( 142582 | + [ 114780 |) { 10 | =] 257382 | [ 817
OrientéSanas Samazinasanas koeficients g vertiba Laukums Globalais starojums
no apgabala skatiet darblapu "Windows"  (perp. radiation)
m? KWh/(m?a) kWh/a
Ziemeli 0.54 * 0.50 * 10.9 * 139 = 410
Austrumi 0.52 * 0.50 * 351.3 * 301 = 27659
Dienvidi 0.58 * 0.50 * 9.9 * 423 = 1221
Rietumi 0.52 * 0.52 * 337.1 * 301 = 27155
Horizontali 0.00 * 0.00 * 0.0 * 511 = 0
Summeéjiet necaurspidigas zonas 2525
e — kWh/(m?2a)
Kopéjie siltuma zudumi QL toal 58971 | [ 187
Garums Siltums. Periods Spec. Jauda gl Atea
kh/d dia Wim2 m2 kWh/a kWh/(m?a)
lek$&jais siltuma pieaugums QI 0024  * 273 | = [ 32 |*[ 31409 [ =] ee697 | [ 212
kWh/a KWh/(m2a)
Kopéjie siltuma ieguvumit QF Qs + Q = ‘ 125667 ‘ I 39.9
Siltuma zudumu attieciba Qr/ Q. = 0.49
Siltuma ieguvumu izmanto$anas faktors hG =
kWh/a KWh/(m?a)
Siltuma pieaugums QG e * Qe =] 109120 | [ 346
kWh/a KWh/(m?a)
Gada apkures pieprasijums Qg Q - Q = I 148233 | || a7

PHPP, HeatingP4 EPS_Jelgavas_12_pec siltinasanas



Ipatnéja energija apkurei (ikméne$a metode)

lekstelpu vidéja temperatara: | 19.24 |°C

Apkurinama platiba ATFA:| 3150 |m?

Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Year
Apkures pakapes stundas - Aréjj 16.0 14.5 13.5 9.0 53 25 0.4 1.1 4.5 9.0 12.0 15.0 103 kKh
Apkures gradu stundas - Zeme 8.1 7.8 8.6 7.8 7.2 6.0 5.2 4.7 4.6 5.2 5.9 7.2 78 kKh
Zaudé&jumi - arpuse 41695 37706 35265 23540 13689 6517 1056 2939 11815 23341 31339 38972 267874 |kWh
Zaudé&jumi - Zeme 0 0 0 0 0 0 0 0 0 0 0 0 0 kWh
Sum spec. zaud&umiem 13.2 12.0 11.2 7.5 4.3 2.1 0.3 0.9 3.8 7.4 9.9 12.4 85.0 kWh/m2
Saules ieguvumi - ziemeli 11 23 54 82 119 138 137 103 65 35 14 7 788 kWh
Saules ieguvumi - Austrumi 827 1624 3481 5467 7847 8008 7932 6563 4363 2540 911 599 50162 |kWh
Saules ieguvumi — dienvidi 60 99 167 216 242 218 235 232 192 142 61 43 1906 kWh
Saules ieguvumi - Rietumi 728 1518 3417 5584 7983 8159 8207 6666 4202 2325 895 504 50188 |kWh
Saules ieguvumi - Horiz. 0 0 0 0 0 0 0 0 0 0 0 0 0 kWh
Saules ieguvums - necaurspidigs| 77 150 324 506 697 709 719 597 397 232 87 54 4549 kWh
lekséjais siltuma pieaugums 7574 6841 7574 7329 7574 7329 7574 7574 7329 7574 7329 7574 89173 |kWh
Sum spec. ieglst saules + iekSg| 2.9 3.3 4.8 6.1 7.8 7.8 7.9 6.9 5.3 4.1 3.0 2.8 62.5 kWh/m2
Izmanto$anas koeficients 100% 100% 100% 96% 56% 27% 4% 14% 70% 100% 100% 100% 61%
Ikgadéjais apkures pieprasijums 32418 27451 20254 5094 45 0 0 0 205 10532 22042 30191 148233 |kWh
Spec. apkures pieprasijums 10.3 8.7 6.4 1.6 0.0 0.0 0.0 0.0 0.1 3.3 7.0 9.6 47.1 kwWh/m2
C3Spec. apkures pieprasijums CJSum spec. iegust saules + iekS€jo Sum spec. zaudé&jumiem
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Gada apkures pieprasijums:
Ménesa metode (‘Heating’) 148233 kWh/a 47.1 kWh/(m?a) atsauce uz apstradatas gridas platibu saskana ar PHPP
LV0014a-Riga LBN-003-19
Apkures
Meénesis 1 2 3 4 5 6 7 8 9 10 11 12|Gada kopé| perioda
metode
Dienas 31 28 31 30 31 30 31 31 30 31 30 31 365 223
Apkartéja temperatira -2.18 -2.18 1.22 6.92 12.42 16.02 18.92 17.92 13.12 7.32 2.62 -0.78 7.7 2.2
Ziemelu radiacija 3.7 7.8 18.3 27.6 40.3 46.8 46.2 34.7 21.9 11.8 4.8 25 266 87
Austrumu radiacija 9.0 17.6 37.8 59.4 85.3 87.0 86.2 71.3 47.4 27.6 9.9 6.5 545 190
Dienvidu starojums 20.8 34.2 58.0 74.7 83.7 75.6 81.5 80.3 66.6 49.3 21.0 14.9 660 293
Rietumu radiacija 8.1 16.8 37.8 61.8 88.4 90.3 90.8 73.8 46.5 25.7 9.9 5.6 555 189
Horiza starojums 10.9 24.6 63.2 110.1 160.0 164.1 166.2 133.0 80.7 40.9 & 7.1 974 312
Tdebesis -12.00( -13.30| -11.90 -7.60 -1.40 2.50 7.60 7.80 2.70 -1.70 -5.80| -10.00 35
Zemes temperatira 8.37 7.66 7.65 8.35 9.56 10.97 12.19 12.91 12.91 12.22 11.00 9.59 10.3 8.6
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Apkures energijas bilance (méne$a metode)
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Viengimenes dzivojama maja / Climate: Riga / TFA: 3150 m? / Heating: 47.1 kWh/(m2a) / Freq. overheating: 5 % / PER: 37.6 kWh/(m?a)

Ekas tips: ‘ Apstradata gridas platiba ATFA: 3149.9 m2
Aug8éja temperatiiras robeza: 27 |°C Ekas apjoms: 8001 m?
Nominalais mitrums: 12 |g/kg lek3€jie mitruma avoti: 3.0 g/(m2h)
Spec. ietilpiba:| 103 |Wh/(m?K)
Area U-Value Red. factor fr symmer Hsummer heat conductance
Building assembly Temperature zone m2 W/(m2K)
Arsiena - ara gaiss A 1143.9 * 0.353 * 1.00 = 403.8
Arsiena - zeme B * * 1.00 =
Jumts/Parsegums - ara vide A 890.5 * 0.136 * 1.00 = 121.1
Grida A 855.1 * 0.180 * 1.00 = 153.8
A * * 1.00 =
A * * 1.00 =
X * * 0.75 =
Stiklotas konstrukcijas A 709.3 * 0.932 * 1.00 = 661.0
Ardurvis A 14.9 * 1.600 * 1.00 = 23.8
TT pret ara vidi (garums/m) A 1328.6 * 0.060 * 1.00 = 79.5
Perimetra TT (garums/m) P * * 1.00 =
Zemes TT (garums/m) B * * 1.00 =
Argja siltuma caurlaidiba, HT, e 14431  |[wiK
Zemes siltuma caurlaidiba, HT,g 0.0 WIK
Vasaras venti|5cija from 'SummVent' worksheet
Ventilacijas iekartas vaditspsja Ventilacijas parametrs Vasaras ventilacijas regulé$ana
aréjais HV, e 0.0 WIK Temperattras amplitida vasara 8.4 |K HRV/ERV
bez HR 0.0 WIK Minimala pielaujama iekstelpu temperatira 22.0 |°C Nav X
zemes HV,g 0.0 WIK Gaisa siltumietilpiba 0.33  |Wh/(m3K) Kontrolé ar temperattru
bez HR 0.0 WIK Pieplides gaisa maina 0.00 |1/h Kontrolé entalpija
Ventilacijas vaditspéja, citi Avra gaisa maina 0.64 |1/h Vienmér
arpuse WIK Logu nakts ventilacijas gaisa mainas atrums, manuals @ 1K 0.30 [1/h Additional ventilation
Gaisa mainas atrums, pateicoties meh. automatiski vadama ver| 0.00 |1/h Kontrolé ar temperatiiru
Tpatnéjais energijas patéring prieks 0.00 |Wh/m? Kontrol& mitrums
MHR 0%
Nerv 0%
M *sHx 0%
OrientéSanas  Lenkis Eno$ana Eno$ana g vértiba Laukums Stiklojuma dala Apertira
no apgabala faktors faktors nefirumi (perp. starojums)
Summer Summer m m?
Ziemeli 0.9 * 0.95 * 0.95 * 0.50 * 10.9 * 74% = 3.3
Austrumi 0.9 * 0.96 * 0.95 * 0.50 * 351.3 * 74% = 106.0
Dienvidi 0.9 * 0.95 * 0.95 * 0.50 * 9.9 * 75% = 3.0
Rietumi 0.9 * 0.96 * 0.95 * 0.52 * 337.1 * 73% = 104.0
Horizontali 0.9 * 1.00 * 0.95 * 0.00 * 0.0 * 0% = 0.0
Summeéjiet necaurspidigas zonas 7.5
il i — me/m?
Saules apertiira Kopa 223.7 0.07
Specif. power g, Arra
Wim? m? W W/m?2
lek$&jais siltuma pieaugums QI [ 32 | = [ 350 | =] 10180 | 32
Parkar$anas biezums hJ * Jmax At the overheating limit 8pa, = 27 °C
Ja "biezums virs 25°C" parsniedz 10%, ir nepiecieSami papildu pasakumi aizsardzibai pret karstumu vasara.
Ikdienas iekséjas temperatiras gajiens
Transmission Ventilation Solar load Spec. capacity Area:
KWhid kwhid kwhid 1k Whi(m2K) me
({1455 + [2784] + [ 11902 |)* 1000 /([ 103 ]+ [ 3150 |)=__50 [«
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Dzesésana: lietderigas dzeséSanas energijas energétiska vértiba P6 |

Interior Temperature: 27 |c

Building type: ‘

Treated Floor Area Argal| 3150 |me

Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Year
Heating degree hours - Exterior 21.8 19.7 19.4 14.7 111 8.2 6.3 7.0 10.2 14.8 17.6 20.7 171 kKh
Heating degree hours - Ground 139 13.0 14.4 134 13.0 11.5 11.0 10.5 10.1 11.0 115 13.0 146 kKh
Losses - Exterior 68127 61580 60361 45659 34385 25177 19199 21474 31577 46041 55093 64854 533527 kwh
Losses - Ground 0 0 0 0 0 0 0 0 0 0 0 0 0 kWh
Losses summer ventilation 43774 39537 37312 26283 18290 12648 9453 10531 16680 26481 33615 41078 315683 kwh
Sum spec. heat losses 35.5 32.1 31.0 22.8 16.7 12.0 9.1 10.2 15.3 23.0 28.2 33.6 269.6 kWh/m?2
Solar load North 12 26 60 91 133 154 152 114 72 39 16 8 877 kwh
Solar load East 953 1870 4009 6296 9036 9221 9134 7557 5024 2924 1049 690 57764 kWh
Solar load South 63 103 175 225 252 228 246 242 201 149 63 45 1990 kwh
Solar load West 838 1747 3932 6426 9186 9389 9444 7671 4835 2675 1029 580 57753 kWh
Solar load Horiz. 0 0 0 0 0 0 0 0 0 0 0 0 0 kwh
Solar load Opaque 7 150 324 506 697 709 719 597 397 232 87 54 4549 kWh
Internal heat gains 7574 6841 7574 7329 7574 7329 7574 7574 7329 7574 7329 7574 89173 kwh
Sum spec. loads solar + internal 3.0 3.4 5.1 6.6 8.5 8.6 8.7 7.5 5.7 4.3 3.0 2.8 67.3 kWh/m?2
Utilisation factor losses 9% 11% 16% 29% 51% 70% 69% 2% 37% 19% 11% 8% 24%
Useful cooling energy demand 0 0 0 2 102 725 7396 776 9 0 0 0 9010 kWh
Spec. cooling demand 0.0 0.0 0.0 0.0 0.0 0.2 23 0.2 0.0 0.0 0.0 0.0 2.9 kWh/m?2
Specif. dehumidification demand 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 kWh/m2
Sensible fraction 100%  100%  100%  100%  100%  100%  100%  100%  100%  100%  100%  100% 100%
Useful coolin g demand = Spec. cooling demand E=33Sum spec. heat losses Sum spec. loads solar + internal
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Dzesés$ana: lietderigas dzesé$anas energijas energétiska vertiba P6

The sum of the cooling periods calculated through the monthly method will be presented on this side.

Building type: ‘ Treated floor area Arga: 3149.9 m?
Interior temperature summer: 27 °C Building volume: 8001 m?
Nominal humidity: 12 alkg Internal humidity sources: 3.0 g/(mzh)
Spec. capacity: 103 Wh/(m?K)
per m?
Temperature zone Area U-Value Mon. red. fac. [eN treated
Building assembly m?2 W/(m2K) kKh/a kWh/a floor area
Arsiena - ara gaiss A 11439 * 0.353 * 1.00 * 57 = 23193 7.36
Arsiena - zeme B * * 1.00 * =
Jumts/Parsegums - ara vide A 890.5 * 0.136 * 1.00 * 57 = 6957 2.21
Grida A 855.1 * 0.180 * 1.00 * 57 = 8835 2.80
A * * 1.00 * =
A * * 1.00 * =
X * * 0.75 * =
Stiklotas konstrukcijas A 709.3 * 0.932 * 1.00 * 57 = 37960 12.05
Ardurvis A 14.9 * 1.600 * 1.00 * 57 = 1370 0.43
TT pret ara vidi (garums/m) A 1328.6 * 0.060 * 1.00 * 57 = 4563 1.45
Perimetra TT (garums/m) P * * 1.00 * = 0.00
Zemes TT (garums/m) B * * 1.00 * = 0.00
_— kWh/(m2a)
Transmission losses Qg (negative: heat loads) Total 82878 | | 26.3
Summer ventilation  from'summvent worksheet
Ventilation conductance, vent. unit Ventilation parameter Summer ventilation regulation
exterior Hy ¢ 0.0 WIK Temperature amplitude summer 8.4 |K HRV/ERYV in summer
without HR 0.0 WIK Minimum acceptable indoor temperature 22.0 |°C None X
ground Hy 4 0.0 WIK Heat capacity air 0.33 |Wh/(m3K) Controlled by temp.
without HR 0.0 WIK Supply air changes 0.00 |1/h Controlled by enthalpy
Ventilation conductance, others Outdoor air changes 0.64 |1/h Always
exterior [ 16898 Wi Window night vent. air change rate, manual @ 1K 0.30 |1/h Additional ventilation
Air changes rate due to mech., autom. controlled vent. 0.00 [1/h Controlled by temp.
Specific power consumption for 0.00 |Wh/m? Controlled by humidity
NHR 0%
Merv 0%
N¥sHx 0%
Ny, system NesHx MNHR Ny Rest Ny equifraction
Hygienic air Change 1/h (considers bypass) 1/h 1h
Effective air change rate Ambient ny,. [ 0000 ]*1 0% |y@-[ o000 |y+[ oea0 | =[ 0640 |
Effective air change rate Ground nyg [ ooo0 ] | 0% | *a-[__o00 ) = 0.000
Vv Ny equi fraction Chair G
ms h Wh/(m3K) KkKh/a kWhia KW h/(mza)
Ventilation losses ambient Qy 8001 * 0.640 * 0.33 * 56 = 94593 30.0
Ventilation losses ground Qye 8001 * 0.000 * 0.33 * 0 = 0 0.0
Heat losses summer ventilation 8001 * 0.509 * 0.33 * 70 = 93885 29.8
Ventilation heat losses Qy Tmml 188478 | | 59.8
QT QV
kWhia kWhia KWhia KWh/(m?a)
Total heat losses Q. 82878 | +| 188478 | =[ 27izse | | s6a
Orientation Reduction factor g-Value Area Global radiation
of the area (perp. radiation)
m2 kwh/(mza) kwh/a
Ziemeli 0.60 * 0.50 * 10.9 * 218 = 716
Austrumi 0.60 * 0.50 * 351.3 * 437 = 46269
Dienvidi 0.61 * 0.50 * 9.9 * 462 = 1394
Rietumi 0.60 * 0.52 * 337.1 * 452 = 46951
Horizontali 0.40 * 0.00 * 0.0 * 814 = 0
Summeéjiet necaurspidigas zonas 3625
e —— kwWh/(m2a)
Available solar heat gains Qg ma[ 98954 | | 31.4
Length heat. period Spec. power q; Area
khr/d dia W/m2 m2 kwh/a kwWh/(m2a)
Internal heat gains Q, 0.024 * 183 | [ 32 |+] 31409 | =] 44700 | [ 142
kwh/a kwh/(mza)
Sum heat loads Qg Qs + Q =[ 143663 | [ 456
Ratio of losses to free heat gains Q/Q = 1.89
Utilisation factor heat losses ng =
KWhia KWh/(m?a)
Useful heat losses Qy ne * Q. = | 134652 | | 427
kWhia KWh/(m?a)
Useful cooling demand Qg QrF - Qun = | 9010 | || 2.9
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Karsta udens patérina un ventilacijas apréekinu kopsavilkuma tabulas

Aprékina platiba |

3149.9

|m?

Karsta adens patérins

Karsta tdens Pienemtais tdens Udens Tpatnéja | Auksta tdens | Karsta Gdens K_onversua% k_oetlcu_ents, Energijas Ipatn‘e_j_als
atéring gada ’ blivums siltumietilpiba | temperatira | temperattra lai nemtu véra pareju no atéring energlas
P 59 P P P kJ uz kWh P ’ paterins
m® kg/m® kJ/kg K °C °c 3600 kWh kWh/m?
1403.20 983.2 4.2 10 60 80478 25.55
Siltuma zudumi gada. 72220 22.93
Patérins kopa karsta Gdens sagatavoSanai 152698 48.48
Karsta Gdens patérina aprékins veikts, péc ékas siltumergijas un uzskaites datiem.
Papildu energijas patérins
Kopeja Darba T
Energijas patérétajs elcja:lzzzka stundas Noslodze Energijas patéring Ipatnéjais energijas patérind
KW h kwWh KWh/m®
Apkures sistémas siknis, automatika 0.463 5354 0.8 1983.01 0.630
K. Gdens sistémas 0.074 8760 0.7 453.77 0.144
2436.78 0.77
Energijas patérin$ un CO, daudzums
Toatnaiais Primara Primara Primara Oglekla
Efektivitates Energijas patnel: energija energija dioksTda
Energoneséjs koeficients apjoms energuas neatjaunoja | atjaunojam energia (COy)
patérins = KOPA L
' ma a emisijas
koef. MWh KWh/m? kWh/m? gada kg CO,/m*
Siltumenergija no
centralizétas
Apkure situmapgades 1.00 148.23 47.06 61.18 0.00 61.18 12.42
sistémas, sarazota no
fosilajiem kurinamiem
bez kogeneracijas [2]
Siltumenergija no
centralizétas
Karsta adens —|siltumapgades 1.00 152.70 48.48 63.02 0.00 63.02 12.80
sagatavoSana |[sistémas, sarazota no
fosilajiem kurinamiem
bez kogeneracijas [2]
Ventilacija Elektroenergija no tikla 1.00 0.00 0.00 0.00 0.00 0.00 0.00
Dzesésana Elektroenergija no tikla 1.00 9.01 2.86 5.43 1.72 7.15 0.31
Kopa 309.94 98.40 129.63 1.72 131.35 25.53




